EcolLine zooL EcoVolt

INMOVATION IN ENERGY

HEAT PUMP WATER HEATER /'\/

Product Fiche

December - 2025

Model (s) X7-300L-A
Air / water heat pump Yes
Back up heater present Yes
Temperature control Yes
Parameters are declared for: Low and High temperature applications
Parameters are declared for: (A7/W6) Average Climate Conditions
EN16147 - Domestic Hot Water Production
Declared load profile XL
Water heating energy efficiency (nwh) 144.7%
Water heating energy efficiency classes A+
Rated heat output: Prated (kW) 1.18
Reference hot water temperature: 8"WH (°C) 54.77
Capacity of backup resistive element (kW) 2.0
Standby Heat Loss kWhr/day 2.76
Water storage volume (L) 300
Actual water accounted for during the test (L) 300.2
Coefficient of performance: COPoHw 3.45

The product listed conforms to EN 16147:2017 and also comply with EU 814/2013 + EU 2016/2282 and EU 812/2013 + EU 518/2014




EcolLine 3ooL EcoVolt

INMOVATION IN ENERGY

HEAT PUMP WATER HEATER e

Product Fiche

December - 2025

Model (s) X7-300L-A
Air / water heat pump Yes
Back up heater present Yes
Temperature control Yes
Parameters are declared for: Low and High temperature applications
Parameters are declared for: (A14/W13) Warmer Climate Conditions
EN16147 - Domestic Hot Water Production
Declared load profile XL
Water heating energy efficiency (nwh) 181%
Water heating energy efficiency classes A++
Rated heat output: Prated (kW) 1.18
Reference hot water temperature: 8"WH (°C) 51.85
Capacity of backup resistive element (kW) 2
Standby Heat Loss kWhr/day 2.76
Water storage volume (L) 300
Actual water accounted for during the test (L) 300.2
Coefficient of performance: COPoHw 4.27

The product listed conforms to EN 16147:2017 and also comply with EU 814/2013 + EU 2016/2282 and EU 812/2013 + EU 518/2014




